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NOTES: 

1) BENCH MARK INFORMATION: 


2 ) 

3 ) 

4) 


5) 


BENCH MARK USED: 

BM-1: SEWER INVERT PROVIDED BY THE TOWN OF ARLINGTON. 
ELEVATI0N=6J.J 

BM-2: SEWER INVERT PROVIDED BY THE TOWN OF ARLINGTON. 
ELEVATI0N=64.55 

TEMPORARY BENCH MARKS SET: 

TBM-NG1: BOLT ON HYDRANT IN FRONT OF THE MASONIC 

TEMPLE ON ACADEMY STREET, /IS SHOWN HEREON. 
ELEVATI0N=7I.97 

TBM-NG2: RIGHT OUTER CORNER OF LOWEST BRICK STEP 

AT #9 ACADEMY STREET. ELEVATI0N=67.11 

ELEVATIONS REFER TO ARLINGTON TOWN BASE. 

CONTOUR INTERVAL EQUALS ONE (1) FOOT. 

UTILITY INFORMATION SHOWN IS BASED ON BOTH A FIELD SURVEY AND 
PLANS OF RECORD. THE LOCATIONS OF UNDERGROUND PIPES AND 
CONDUITS HAVE BEEN DETERMINED FROM THE AFOREMENTIONED RECORD 
PLANS AND ARE APPROXIMATE ONLY. WE CANNOT ASSUME 
RESPONSIBILITY FOR DAMAGES INCURRED /IS A RESULT OF UTILITIES 
THAT ARE OMITTED OR INACCURATELY SHOWN ON SAID RECORD PLANS, 
SINCE SUBSURFACE UTILITIES CANNOT BE VISIBLY VERIFIED. BEFORE 
PLANNING FUTURE CONNECTIONS, THE PROPER UTILITY ENGINEERING 
DEPARTMENT SHOULD BE CONSULTED AND THE ACTUAL LOCATION OF 
SUBSURFACE STRUCTURES SHOULD BE DETERMINED IN THE FIELD. CALL, 
TOLL FREE, THE DIG SAFE CALL CENTER AT 1-888-344-7233 
SEVENTY-TWO HOURS PRIOR TO EXCAVATION. 

THIS DOCUMENT IS AN INSTRUMENT OF SERVICE OF FELDMAN LAND 
SURVEYORS ISSUED TO OUR CLIENT FOR PURPOSES RELATED DIRECTLY 
AND SOLELY TO FELDMAN LAND SURVEYORS’ SCOPE OF SERVICES 
UNDER CONTRACT TO OUR CLIENT FOR THIS PROJECT. ANY USE OR 
REUSE OF THIS DOCUMENT FOR ANY REASON BY ANY PARTY FOR 
PURPOSES UNRELATED DIRECTLY AND SOLELY TO SAID CONTRACT SHALL 
BE AT THE USER’S SOLE AND EXCLUSIVE RISK AND LIABILITY, INCLUDING 
LIABILITY FOR VIOLATION OF COPYRIGHT LAWS, UNLESS WRITTEN 
GONSENT IS PROVIDED BY FELDMAN LAND SURVEYORS. 


REFERENCES 

MIDDLESEX COUNTY REGISTRY OF DEEDS 
BOOK PAGE 

2033 429 (LOCUS) 

2657 490 

5109 386 

PLAN NO. 

38 OF 1891 (LOCUS) 

END OF BOOK 4816 
1131 OF 1995 

TOWN OF ARLINGTON ENGINEERING DEPARTMENT 
PLAN NO. 

2061 

3433 

SHEET NUMBER 1 OF A PLAN TITLED, ’’PLAN OF LAND IN ARLINGTON, 
MASS. ” PREPARED BY SCHOFIELD BROTHERS, INC. PROFESSIONAL 
ENGINEERS AND LAND SURVEYORS, DATED JANUARY 14, 1982\ 

SURVEY PROVIDE BY FELDMAN LAND SURVEYORS 


Now or Formerly 

TOWN OF ARLINGTON 

parcel 124-5-5 
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SILT SACK 


1-008, 


REMOVE AND DISCARD CONCRETE PAVEMENT 
SAWCUT, TYP. 

REMOVE AND STOCKPILE FLUSH GRANITE CURB 
TO REUSE ON SITE 

REMOVE AND STOCKPILE GRANITE CURB 
RADIUS 

CONSTRUCTION FENCING 


PROTECT EXISTING DOWN SPOUT AND BOOT 


REMOVE &C. DISCARD BENCH, TYP. 


REMOVE AND DISCARD BRICK PAVERS 


TOWN OF ARLINGTON 
-CONSTRUCTION FENCING 


GRANITE CURBING TO REMAIN 


PROTECT EXISTING DOWN SPOUT AND BOOT 


HEDGES TO REMAIN 


FLUSH GRANITE CURB TO REMAIN 


REMOVE AND DISCARD CONCRETE 
PAVEMENT 

PROTECT LIGHTPOLE^^^ 

EROSION CONTROLV°°y 


SITE PREPARATION AND DEMOLITION NOTES: 

1. PRIOR TO COMMENCING ANY EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY ALL 
UTILITY COMPANIES IN ACCORDANCE WITH THE ’’DIG SAFELY” NOTIFIGATION PROCEDURES 
PROMOTED BY RESPECTIVE UTILITY COMPANIES. THE DIG SAFE TELEPHONE NUMBER 
FOR MASSACHUSETTS IS 811. 

2. THE LOCATIONS OF ALL UNDERGROUND UTILITIES SHOWN ON THIS PU\N ARE 
DIAGRAMMATIC ONLY. THE CONTRACTOR SHALL CONTACT THE PROPER LOCAL AUTHORITIES 
OR RESPECTIVE UTILITY COMPANY TO CONFIRM THE LOCATION OF ALL EXISTING UTILITIES 
BEFORE COMMENCING WORK. ANY DAMAGE DUE TO FAILURE OF THE CONTRACTOR TO 
CONTACT THE PROPER AUTHORITIES SHALL BE BORNE BY THE CONTRACTOR. 

3. ALL REFUSE, DEBRIS AND MISCELU\NEOUS ITEMS TO BE REMOVED, THAT ARE NOT TO 
BE STOCKPILED FOR LATER USE ON THE PROJECT OR DELIVERED TO THE OWNER, 

SHALL BE LEGALLY DISPOSED OF OFF-SITE BY THE GONTRACTOR. 

4. ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO FULL DEPTH TO INCLUDE BASE 
MATERIAL AND FOOTINGS OR FOUNDATIONS AS APPLICABLE, AND REUSED AS DIRECTED 
BY THE OWNER OR LEGALLY DISPOSED OF OFF-SITE BY CONTRAGTOR. PROVIDE 48 
HOURS NOTICE FOR CLIENT REVIEW OF SALVAGED ITEMS. CLIENT HAS FIRST RIGHT OF 
REFUSAL. 

5. AT ALL LOCATIONS WHERE CONCRETE PAVEMENT OR BITUMINOUS CONCRETE ROADWAY 
ABUT NEW CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL BE 
SAWCUT TO A CLEAN, SMOOTH EDGE. 

6. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE FIELD AND 
REPORT ANY DISCREPANCIES BETWEEN PLANS AND ACTUAL CONDITIONS TO THE 
LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. 

7. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO EXISTING CONDITIONS 
THAT ARE DUE TO CONTRACTOR OPERATIONS AND WHICH ARE OUTSIDE THE LIMIT OF 
WORK. 

8. THE GENERAL CONTRACTOR SHALL MAINTAIN OR ADJUST TO NEW FINISH GRADE AS 
NEGESSARY ALL UTILITY AND SITE STRUGTURES SUGH AS LIGHT POLES, SIGN POLES, 

MAN HOLES, CATCH BASINS, HAND HOLES, WATER AND GAS GATES, HYDRANTS, ETC., 
FROM MAINTAINED UTILITY AND SITE SYSTEMS UNLESS OTHERWISE NOTED ON THE 
UTILITY DRAWINGS OR AS DIREGTED BY THE L7\NDSGAPE ARCHITECT. 

9. THE GENERAL CONTRACTOR SHALL COORDINATE ALL ADJUSTMENT OR ABANDONMENT OF 
UTILITIES WITH THE RESPECTIVE UTILITY COMPANY. 

10. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE PROTECTED TO 
PREVENT TRACKING OF MUD ONTO PUBLIC WAYS. ANY MUD ON PUBLIC WAYS 
ORIGINATING FROM THE JOB SITE SHALL BE CLEANED BY THE CONTRACTOR. 

11. CONTRACTOR SHALL SECURE ALL PERMITS THAT MAY BE REQUIRED FROM ALL 
JURISDICTION AFFECTED BY THIS WORK. 

12. CONTRACTOR SHALL COORDINATE ALL PLACEMENT OF TREE PROTECTION TO BE 
APPROVED BEFORE DEMOLITION. 

13. CONTRACTOR TO REVIEW STAGING AND ACCESS PLAN WITH CLIENT PRIOR TO 
CONSTRUCTION ASSURING ACCESSIBLE ENTRANCE IS PROVIDED AT ALL TIMES DURING 
CONSTRUCTION. 

14. MAINTAIN CONSTRUCTION FENCING FOR DURATION-ANY DAMAGED FENGING IMMEDIATELY 
REPU\CED BY CONTRACTOR. 

15. CONTRACTOR SHALL PROVIDE EROSION CONTROL/DRAIN INLET PROTECTION AT ALL CATCH 
BASINS AFFECTED BY CONSTRUCTION 

16. ALL TREES AFFECTED BY CONSTRUCTION SHALL BE PROTECTED 

17. REMOVE ABOVE GROUND TREE ROOTS AS NECESSARY IN AREAS OF L4WN GRUBBING k 
REMOVAL-NO MORE THAN 20% OF TREE ROOTS SHALL BE REMOVED 

18. CONTRACTOR IS RESPONSIBLE FOR MODIFYING AND ADJUSTING ALL IRRIGATION PIPES 
AND HEADS IMPAGTED BY CONSTRUCTION 

19. PROTECT ALL (6) EXISTING DOWNSPOUTS 


LEGEND 

- LIMIT OF WORK LINE, TYP. 


ADD ALT 


REMOVE AND RESET BRICK ON CONCRETE BASE 
(SIDE WALKS ONLY), TYP. 

SAWCUT, REMOVE AND RESET GRANITE 
CURB, TYP. 

REMOVE AND STOCKPILE LIGHT POLE 
FOR REUSE ONSITE 
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VEGETATION 
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CENTRAL SCHOOL 
DRIVEWAY 
RECONSTRUCTION 
PROJECT 

ARLINGTON, MASSACHUSETTS 


MATERIAL NOTES: 


1. 4” WIDE PERFORATED GALVANIZED STEEL METAL GRATE 

2. PROVIDE EXPANSION JOINTS AT ALL CURBS, WALLS, 
STEPS, LIGHT POLE BASES, PULL BOXES, MANHOLES, 
ETG. AND AS SHOWN ON PLAN. 

3. CONTRACTOR SHALL COORDINATE LOCATION OF ALL 
UTILITIES (LINES, DUCTS, CONDUITS, SLEEVES, FOOTINGS, 
ETG.) WITH LOGATIONS OF PROPOSED LANDSCAPE 
ELEMENTS (WALLS, FENCE, FOOTINGS, TREE ROOTBALLS, 
PROPOSED LIGHTING FOOTINGS, ETC.). CONTRACTOR 
SHALL REPORT ANY DISCREPANCIES TO LANDSCAPE 
ARCHITECT PRIOR TO CONTINUING WORK. 

4. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. 
CONTRAGTOR IS RESPONSIBLE FOR ALL DAMAGE DUE TO 
OPERATIONS INSIDE AND OUTSIDE OF THE GONTRACT 
LIMIT LINE. ANY AREAS OUTSIDE THE LIMIT OF WORK 
THAT ARE DISTURBED SHALL BE RESTORED TO ITS 
ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE 
OWNER. 

5. HOT-MIXED ASPHALT MATERIALS SHALL BE LAID UPON 
AN APPROVED, CLEAN, DRY, COMPACTED SURFACE, 
SPREAD AND STRUCK OFF TO THE ESTABLISHED GRADE 
AND ELEVATION GIVING REGARD TO THE LOSS IN DEPTH 
BETWEEN LOOSE AND COMPACTED MIXTURES. 

IMMEDIATELY AFER THE HOT MIX ASPHALT MIXTURE HAS 
BEEN SPREAD, STRUCK OFF, AND SURFACE 
IRREGULARITIES ADJUSTED, IT SHALL BE THOROUGHLY 
AND UNIFORMLY COMPACTED. TACK COAT EMULSION 
SHALL BE APPLIED TO PROVIDE A TIGHT SEAL 
PREVENTING WATER INFILTRATION TO THE EXISTING 
PAVEMENT. 

6. SGORING PATTERN FOR ADD ALT 2 WILL BE PROVIDED 
BY LANDSGAPE ARCHITECT UPON AWARD OF CONTRACT 
IF APPLICABLE. 
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LAYOUT NOTES: 


1 . 

2 . 


3. 


5. 


SURVEY WAS PERFORMED BY GREEN INTERNATIONAL, BOSTON, 
MA. 

ALL LINE AND GRADE WORK PER DRAWINGS AND 
SPEGIFICATIONS SHALL BE LAID OUT BY A REGISTERED CIVIL 
ENGINEER OR SURVEYOR ENGAGED BY THE CONTRACTOR. 

ALL LINES AND DIMENSIONS ARE PARALLEL OR 
PERPENDICULAR TO THE LINES FROM WHICH THEY ARE 
MEASURED UNLESS OTHERWISE INDICATED. 

STORAGE AREAS FOR CONTRACTOR’S EQUIPMENT AND 
MATERIALS SHALL BE IN AND WITHIN LIMITS OF WORK AS 
SHOWN ON PLANS AND AS APPROVED BY THE LANDSCAPE 
ARCHITECT. 

CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS IN THE 
FIELD AND REPORT ANY DISCREPANCIES IN THE SITE SURVEY 
TO THE LANDSCAPE ARCHITECT PRIOR TO STARTING WORK. 
ALL LAYOUTS SHALL BE ADEQUATELY STAKED BY THE 
CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT 
PRIOR TO CONSTRUCTION. 

CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES 
(LINES, DUCTS, CONDUITS, SLEEVES, FOOTINGS, ETC.) WITH 
LOCATIONS OF PROPOSED LANDSCAPE ELEMENTS (WALLS, 
FENCE, FOOTINGS, TREE ROOTBALLS, PROPOSED LIGHTING 
FOOTINGS, ETC.). CONTRACTOR SHALL REPORT ANY 
DESCREPANCIES TO LANDSCAPE ARCHITECT PRIOR TO 
CONTINUING WORK. 

LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR 
IS RESPONSIBLE FOR ALL DAMAGE DUE TO OPERATIONS 
INSIDE AND OUTSIDE OF THE CONTRACT LIMIT LINE. ANY 
AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED 
SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT NO 
ADDITIONAL COST TO THE OWNER. 

PROVIDE EXPANSION JOINTS AT ALL CURBS, WALLS, STEPS, 
LIGHT POLE BASES, PULL BOXES, MANHOLES, ETC. AND AS 
SHOWN ON pim. 

10. AUTOCAD FILE WILL BE PROVIDED TO THE CONTRACTOR TO 
LAYOUT SITE IMPROVEMENTS. 


7 


8 


9. 


LEGEND 
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ALIGN, TYP. 


POINT OF BEGINNING 
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TOWN OF ARLINGTON, 


r 


— ADD ALT 1 - 


n 


BC 79.02 

TOWN OF ARLINGTON 




LEGEND 


GRADING NOTES: 

1. PRIOR TO COMMENCING ANY EXCAVATION WORK, THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES IN 
ACCORDANCE WITH THE ’’DIG SAFE’ NOTIFICATION PROCEDURES PROMOTED BY RESPECTIVE UTILITY COMPANIES. THE 
’DIG SAFE’ TELEPHONE NUMBER FOR MASSACHUSETTS IS 811. 

2. BOTTOM OF CURB ELEVATIONS BETWEEN EXISTING SPOT GRADES SHOWN ON SURVEY ARE INTERPOLATIONS. 
CONTRACTOR SHALL VERIFY ALL EXISTING GRADES IN THE FIELD AND SHALL REPORT ANY DISCREPANCIES BETWEEN 
EXISTING AND PROPOSED CONDITION TO THE LANDSCAPE ARCHITECT. 

3. ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT NO 
COST TO THE OWNER. 

4. COMPACT SUBGRADE PRIOR TO ANY FINISH GRADING. REMOVE ALL SOF SPOTS OBSERVED OR IDENTIFIED IN FIELD. 

5. PITCH EVENLY BETWEEN SPOT GRADES. ALL PAVED AREAS MUST PITCH TO DRAIN AT A MINIMUM SLOPE OF 
ONE-EIGHTH INCH (1/8”) PER FOOT. ANY DISCREPANCIES NOT ALLOWING THIS TO OCCUR SHALL BE REPORTED TO 
THE LANDSCAPE ARCHITECT PRIOR TO CONTINUING WORK. 

6. CONTRACTOR SHALL BLEND NEW EARTHWORK SMOOTHLY INTO EXISTING, PROVIDING VERTICAL CURVES OR ROUNDINGS 
AT ALL TOP AND BOTTOM OF SLOPES. 

7. EXCAVATION REQUIRED WITHIN DRIP LINE OF TREES DESIGNATED TO REMAIN SHALL BE DONE BY HAND. PLANT 
MATERIALS DAMAGED BY CONTRACTOR SHALL BE REPLACED IN ACCORDANCE WITH THE SPECIFICATIONS 

8. AT ALL LOCATIONS WHERE EXISTING PAVEMENT ABUTS NEW CONSTRUCTION, THE EDGE OF THE EXISTING PAVEMENT 
SHALL BE SAW CUT TO A CLEAN, SMOOTH EDGE. WHERE NEW PAVING MEFS EXISTING PAVING, MEF LINE AND 
GRADE OF EXISTING WITH NEW. 

9. MAXIMUM CROSSPITCH OF ALL SIDEWALKS IS 2%. ANY DISCREPANCIES NOT ALLOWING THIS TO OCCUR SHALL BE 
REPORTED TO THE L7\NDSCAPE ARCHITECT. 

10. ALL GRADING SHALL COMPLY WITH THE RULES AND REGULATIONS OF THE MASSACHUSETTS ARCHITECTURAL ACCESS 
BOARD (AAB) AND THE AMERICANS WITH DISABILITIES ACT ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES 
(ADAAG), LATEST EDITION. IN CASE OF CONFLICT BETWEEN REGULATIONS, THE GUIDELINE PROVIDING GREATER ACCESS 
SHALL APPLY. 

11. CONTRACTOR SHALL PROVIDE FULL DEPTHS OF LOAM AS NOTED ON DFAILS AND AS SPECIFIED, FOR ALL PLANTING. 

12. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE FOR ALL DAMAGE DUE TO OPERATIONS 
INSIDE AND OUTSIDE OF THE CONTRACT LIMIT LINE. ANY AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED 
SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR SHALL MEET 
LINE AND GRADE OF EXISTING CONDITIONS AT LIMIT OF WORK LINE. 

13. EXTENT AND DEPTHS OF EXISTING DRAINAGE UNKNOWN-EXISTING RIM INLF CONNECTS TO ROOF DRAINAGE SYSTEM. 
CONTRACTOR SHALL IDENTIFY DEPTHS k EXTENTS OF CONNECTIONS. L7\NDSCAPE ARCHITECT WILL PREPARE 
CONNECTION DETAILS AS NEEDED. 


SPOT GRADE 


XX.XX 


(XX.XX) EXISTING GRADE 


" LO.W. 

LIMIT OF WORK 

TC 

TOP OF CURB 

BC 

BOTTOM OF CURB 

TD RIM 

TRENCH DRAIN RIM 

TW 

TOP OF WALL 

BW 

BOTTOM OF WALL 
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LEGEND 



PLANTING NOTES: 


1. IF DISCREPANCIES EXIST BETWEEN THE NUMBER OF PLANTS DRAWN ON THE 
PLANTING PLAN AND THE NUMBER OF PLANTS IN THE PU^NT LIST. THE PU^NTING 
PLAN SHALL GOVERN. 

2. ALL NEW PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES 
ESTABLISHED FOR NURSERY STOCK PUBLISHED BY THE AMERICAN ASSOCIATION 
OF NURSERYMEN. INC. IN ADDITION, ALL NEW PUNT MATERIAL FOR THE 
PROJECT SHALL BE OF SPECIMEN QUALITY. ALL NEW PLANTS TO BE BALLED AND 
BURLAP OR CONTAINER-GROWN, UNLESS OTHERWISE NOTED ON THE PLANT LIST. 

3. THE CONTRACTOR SHALL SUPPLY ALL NEW PUNT MATERIAL IN QUANTITIES 
SUFFICIENT TO COMPLETE THE PUNTING SHOWN ON THE DRAWINGS. 

4. ANY PROPOSED SUBSTITUTIONS OF PUNT SPECIES SHALL BE MADE WITH PUNTS 
OF EQUIVALENT OVERALL FORM, HEIGHT, BRANCHING HABIT, FLOWER, LEAF, 

COLOR, FRUIT AND CULTURE. AND ONLY AFER WRITTEN APPROVAL OF THE 
UNDSCAPE ARCHITECT. 

5. ALL NEW PUNTS SHALL BE TAGGED AND APPROVED BY THE UNDSCAPE 
ARCHITECT AT THE NURSERY PRIOR TO DIGGING OR DELIVERY TO THE SITE. 

6. GONTRACTOR SHALL LOCATE AND VERIFY ALL EXISTING UTILITY LINES PRIOR TO 
PUNTING AND SHALL REPORT ANY CONFLICTS TO THE UNDSCAPE ARCHITECT. 

7. STAKE LOCATION OF ALL PROPOSED PUNTING FOR APPROVAL BY UNDSCAPE 
ARCHITECT PRIOR TO THE COMMENCEMENT OF PUNTING. 

8. NEW SHRUBS AND GROUND COVER SHALL BEAR THE SAME REUTIONSHIP TO 
GRADE AS IT BORE TO PREVIOUS GRADE. TREES SHALL BE SF 3” HIGHER 
THAN PREVIOUS GRADE. NO TREES SHALL BE PUNTED BEFORE ACCEPTANCE OF 
ROUGH GRADING. 

9. ALL EXISTING TREES TO REMAIN SHALL BE PROPERLY PROTECTED DURING 
CONSTRUCTION. PROTECTION TECHNIQUES SHALL BE REVIEWED AND APPROVED 
BY THE UNDSCAPE ARCHITECT PRIOR TO CONSTRUCTION. 

10. CONTRACTOR SHALL PROVIDE FULL DEPTHS OF LOAM AS NOTED ON DFAILS AND 
AS SPECIFIED, FOR ALL PUNTING. 

11. CONTRACTOR SHALL COORDINATE LOCATION OF ALL UTILITIES (LINES, DUCTS, 
CONDUITS, SLEEVES, FOOTINGS, FC.) WITH LOCATIONS OF PROPOSED UNDSCAPE 
ELEMENTS (WALLS. FENCE, FOOTINGS, TREE ROOTBALLS, PROPOSED LIGHTING 
FOOTINGS, FC.). CONTRACTOR SHALL REPORT ANY DISCREPANCIES TO 
UNDSCAPE ARCHITECT PRIOR TO CONTINUING WORK. 

12. LIMIT OF WORK LINE IS NOTED ON DRAWINGS. CONTRACTOR IS RESPONSIBLE 
FOR ALL DAMAGE DUE TO OPERATIONS INSIDE AND OUTSIDE OF THE CONTRACT 
LIMIT LINE. ANY AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED SHALL 
BE RESTORED TO ITS ORIGINAL CONDITION AT NO ADDITIONAL COST TO THE 
OWNER. 


PROPOSED TREE 
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